A SIKA BRAND

Description

DAVCO PAREX 610 is an acrylic-based transparent sealer used
as coatingfor external and internal nishes. Parex 610
contains mildewcide and algacide that help prevent growth of
mildew and algae on facedes. Parex 610 provides a clear
matte nish.

Uses

. Protects nishes from harmful UV light

. Well-suited for use with darker colors to increase fade
resistance

. Aids nishes in resisting chalking

. A protective exterior acrylic-based coating. Com patible
with Parex nishes.

. PAREX 610 for application re quiring
reduced gloss

. Masonry Sealer

Product Use Technical Data
Product Attributes

Appearance: Matte nish; Clear-slight gloss may be apparent
on smoother surfaces

Speci ¢ Gravity: 1.0 - 1.02
pH: 9.0 - 10.0

Coverage

Depending on the condition of the substrate and method of
application, approximate coverage per 20L pail is:

At 2 coats: 140 sgm - 160 sgm
Packaging
20L pail

Storage & Shelf Life

Protect from sun and freezing at all times. Shelf Life is 12
months if protected from sun and freezing.

How To Use
Surface Preparation

. Remove surface contaminants such as dust or dirt
without damaging the substrate.

Mixing
. Use clean equipment for mixing and preparation.

. Stir PAREX 610 to a uniform consistency.
. Avoid creating air bubbles or foam.

Application

. Read the entire label before using this product.

. PAR EX 610 exhibits good sur face coverage in single
applications. However, two coats of PAREX 610 may
be required to obtain adequate coverage of the
surface. A second coat can be applied after the rst
has dried.

. Stir occassionaly as needed to keep uniformly mixed.

. PAREX 610 is easily applied with roller or suitable
spray equipment. Apply PAREX 600 as packaged.

Limitations

. Provide protection from precipitation as needed.
Application in direct sunlight in hot weather may
ad versely a ect aesthetics.

. Use only on surfaces that are sound, clean, dry and
free from any residue which may a ect the ability of
the PAREX 610 to bond to the surface.

. The use of clear selaers on cement nishes will
substantially darken the color of the nish.

Clean Up

Water soluble prior to drying. Clean tools and con tainers
with water prior to drying.
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BUILDING TRUST



